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Quantity required Length PVC Jacket Plenum Jacket

CONNECTOR (A) M F CONNECTOR (B)   M F PIN CONFIGURATION

A B
DB9 FIBRE ST DB9 FIBRE ST
DB15 FIBRE SC DB15 FIBRE SC
DB25 FIBRE LC DB25 FIBRE LC
DB37 FIBRE MT-RJ DB37 FIBRE MT-RJ
DB50 4-pin DIN DB50 4-pin DIN
HD15 5-pin DIN HD15 5-pin DIN
Cent 36-pin 6-pin Mini DIN Cent 36-pin 6-pin Mini DIN
50-pin Telco 8-pin Mini DIN 50-pin Telco 8-pin Mini DIN
RJ-11 RJ-11
RJ-12 Other RJ-12 Other
RJ-45 RJ-45

CABLE TYPE REQUIRED (Tick options)

SPECIAL INSTRUCTIONS (Tick options)

One end blunt
Pins only
Hood Type 
Metal Hood 90-deg hood  (Specify: Cable exit )        
Plastic Hood Removable Hood

Thumbscrews
Screw Locks o Male or o Female 
Pairing 
Drain wire (Applies to Foil-Shielded Cables)
Cut drain wire
Pin drain by itself   Pin #
Wrap drain with conductor  Pin #
OR

Attach drain to shell

Other instructions

CONTACT INFORMATION 

Name:

Title:

Company Name:

Address:

City Prov

Postal Code

Tel: ( ) Ext.

Fax: ( )

E-mail:

CusCusttom Cable Fom Cable Fororm m 

Unshielded 
Foil Shielded
Foil and Copper-Braid Shielded
Solid 
Stranded

62.5/125µ MM Fibre
50/125 µ MM Fibre
8.5/125 µ SM Fibre
Simplex Fibre
Duplex Fibre 

CAT5e Stranded
CAT5e Solid

Other                     

Fax to 905 475 6869


